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PROFESSIONAL FLAIR (R) WOOD & MULTI-PURPOSE POLISH 06/17/93

National Laboratories
L & F Products ot 40/
225 Summit Avenue
Montvale, NJ 07645

Telephone Number: (201)573-5700 (24 hrs) r~1 S; [7
Emergency Contact: CHEMTREC-for DOT emergencies only tt
Emergency Phone Number: (800)424-9300 I D

SECTION #1 - IDENTIFICATION

Product: PROFESSIONAL FLAIR (R) WOOD & MULTI-PURPOSE POLISH ‘ I l;’

Product Code: 09-D5011-000
Chemical Formula: 2320

Special Hazards: Contents under pressure %6'6 ‘ OFZ
HRZARD RATINGS:
NFPA - Health: 0 Negligible HMIS - Health: 0 Minimal
- Fire: Level 1 Aerosol - Flammability: O Mimimal¥*
- Reactivity: 1 Slight - Reactivity: 1 sSlight

*This is a Level 1 aerosol. This rating is for the concentrate and not
the sealed aerosol product.

Product Description: BAerosol Multi-Purpose Polish

SECTION #2 - HAZARDOUS CHEMICAL COMPONENITS

Component: ISOBUTANE (AS PROPELLANT)

CAS Number: 75-28-5 Percent of Mixture: 6.75
ACGIH TLV-TWA: Simple Asghyxiant OSHA PEL-TWA: Not Established
ACGIH TLV-STEL: Not Established OSHA PEL-STEL: Not Established

Component: ISOPARAFFINIC PETROLEUM SOLVENT

CAS Number: 64742-47-8 Percent of Mixture: 9.2

NIOSH REL-TWA: 350ppm NIOSH Criteria Document, July, 1977
Component: MINERAL OIL
CAS Number: 8012-95-1 Percent of Mixture: 7.5

ACGIH TLV-TWA: 5mg/m3 (mist) OSHA PEL-TWA: 5mg/m3 (mist)

ACGIH TLV-STEL: 10mg/m3 (mist) OSHA PEL-STEL: Not Established
Component: PROPANE (AS PROPELLANT)
CAS Number: 74-98-6 Percent of Mixture: 5.25

ACGIH TLV-TWA: Simple Asghyxiant OSHA PEL-TWA: 1,000 ppm

BACGIH TLV-STEL: Not Established OSHA PEL-STEL: Not Established

SECTION #3 - PHYSICAL DATA

Boiling Point: Not Applicable®F

Vapor Pressure: Not Applicable

Vapor Density (Rir=1): (Air=l) >1
Specific Gravity: 0.953 @ 25°C (conc.)
Solubility (H20): Not Agplicable
Evaporation Rate: >1 (butyl acetate = 1)
pH: 7.5 (concentrate)

Appearance

Aerosol Container

N-1228-063
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SECTION #4 - FIRE FIGHTING & EXPLOSION DATA
Flash Point: >200°F TCC (concentrate)
Lower Explosive Limit (%): Not Determined
Upper Explosive Limit (%): Not Determined
Fire and Explosion Hazards
Contents under pressure. Do not puncture. Do not use near heat or n

ope
flame. Exposure to temperature ve 120°F or in sun or discarding can in
fire or incinerator may cause bursting.

Extinguishing Media

Use water spray, foam, dry chemical or carbon dioxide, as suitable for the
surrounding fire.

Special Pire Fighting Instructions

Wear self-contained breathing apgaratua and protective clothing afpropriate
for fighting a typical chemical fire. Move containers away from fire, if
possible and safe to do so. Use water spray to cool fire-exposed containers.
Provide shielding for venting, rupturing or bursting containers.

SECTION #5 - EXPOSURE EFFECTS and FIRST AID

Route of'txposure - Inhalation

None expected during recocmmended product use.

First Aid - Inhalation

If necessary, remove to fresh air.

Route of Exposure = Skin

None expected during recommended product use.
First Aid - Skin

In keeping with good hygienic practices, wash exposed area thoroughly with
soap and water.

Route of Exposure - Eyes

Direct contact with liquid phase may cause temporary eye irritation. Avoid
spraying in eyes. :

First Aid - Eyes

Immediately flush eyes thoroughly with water, remove any contact lenses, and
continue to flush eyes with plenty of water for at least 15 minutes. cCall
a physician if irritation persists.

Route of Exposure - Ingestion

Solvent in this product presents an aspiration hazard.
First Aid - Ingestion

Get medical attention.
NOTE TO PHYSICIAN: Contains 9.24% petroleum distillates.
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SECTION #5 - EXPOSURE EFFECTS and FIRST AID Continued...
Miscellaneous Toxicological Information
Carcinogenicity: NTP: No IARC: No OSHA: No

Health Conditions Aggravated By Exposure

None known.

SECTION #6 - REACTIVITY & POLYMERIZATION

Stability: Stable
Conditions to Avoid (Stability)

Temperatures above 120°F

Incompatible Materials

None Known

Hazardous Decomposition Products

None Known

Hazardous Polymerization: Will not occur

M.s.D.
Lo
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SECTION #7 - SPILL, LEAK, & DISPOSAL PROCEDURES

Steps to be Taken in The Event of Spills, Leaks, or Release

Spills may be flushed to sewer with large quantities of water.

Waste Disposal Methods

Dispose of in accordance with local, state, and federal regulations.

Other Environmental Information

None of the ingredients in this product are listed under the SARA Title III,

Section 313 List of Toxic Chemicals.

SECTION #8 - SPECIAL PROTECTIVE MEASURES

Ventilation
None required.

Eye Protection

None required.

Skin Protection

None required.

Respiratory Protection

None required.

Other Protection

None required.
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SECTION #9 - SPECIAL PRECAUTIONS - STORAGE & HANDLIRG

Storage & Handling Conditions

CAUTION: Contents under pressure. Awoid uptax in eyes. Do not puncture.
Do not use near heat or open flame. sure emperature above 120°F or
in sun or discarding can in fire or 1n nerator may cause bursting. Keep out
of reach of children.

SECTION #10 -~ SHIPPING INFORMATION

Proper Shipping Name: Consumer Commodity

Hazard Class: ORM=-D
DOT Identification Number: None
DOT Shipping Label: None

Precautionary Label (OSHA)
DOYT Bill'of Lading Desc.: Compounds,

Buf /Poliahing,
Liquid, NoI

w 4

SECTION #11 - OTHER INFORMATION

NEW JERSEY WORKER AND COMMUNITY RIGHT TO KNOW §CT:
NAME

CAS
WATER 7732-18-4
PROPANE /ISOBUTANE (PROPELLANTS) 74-98-6 & 75-28-5
ISOPARAFFINIC PETROLEUM SOLVENT 64742-47-8
MINERAL OIL 8012-95-1

SILICONE FLUIDS NONE




