PECK'S TECH DATA

PEPCO SEAL
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A beautiful shine begins deep beneath the surface of the floor finishes and waxes. It begins
with the sealer. How well the sealer penetrates and fills tiny pores, scratches and flaws affects
finish coverage, durability and beauty.

Floor Sealer

This acrylic sealer is the finest ever developed. It spreads smoothly, fills surface blemishes
and form a tough, protective membrane over the floor to act as a barrier between the floor
and damaging grit, solvents, etc. PEPCO SEAL provides a durable long lasting foundation
for top coatings of floors finishes and waxes.

The sealer membrane is tough and resistant to powdering and scuffs. It dries to a rich shine
and can be used as the finish coating.

Unlike many sealers, this product will not yellow or develop a dull haze with age. Also, it can
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parquet.

BENEFITS
ECONOMICAL
DURABLE
SEALS FLOORS to provide long lasting base
COMPLETELY REMOVABLE
REMAINS CLEAN will not yellow
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RECOMMENDED USES
e Resilient tile floors
e Terrazzo floors
e Regular and high speed buffing programs

® Schools, hospitals, stores, malls, offices. industry
and institutions
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SPECIAL INSTRUCTIONS

PROTECT FROM FREEZING

KEEP OUT OF REACH OF CHILDREN
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be removed with a good ammoniated or alkali
tile flooring, concrete and terrazzo. Also safe on

ne stripper. Excellent for sealing all resilient
quarry tile, brick. sealed hardwood and
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TECHNICAL SPECIFICATIONS

Type
Concentration
Gloss

Color of Emulsion

Dried Film
Characteristics

pH
Drying Time

Shelf Life Stability
Coverage
Freeze-Thaw Stability
Sediment
Recoatability

Water Resistance
Detergent Resistance
Removability

Black Mark Resistance ASTM 3714

Resistance to
Powdering

Slip Resistance

ASTM D 3153 Excellent
ASTM D 1793 Excellent
ASTM D 3209 Excellent
ASTM D 1792 Good
Excellent

"~ ASTM D 2048 Very Good
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Water emulsion acrilic seal

ASTM D 2834 15%
ASTM D 1455 88 minimum
Off white

ASTM D 3430 Hi gloss, tough
transparent film

ASTM E 70 8.0-9.0
15-30 minutes depending upon
temp./ humidity

ASTM D 179160 1 yr.
2500 sq. ft./ gal.

ASTM D 3209 passes 3 cycles
ASTM D 1290  less than .1%

ASTM D 2047 Greater than 0.5
coefficient of friction
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Divisions of

Chicago,IL. 1-800-621-3886 FAX (312) 523 -4398

J.F DALEY International, Ltd. s: tous Mo, 1.800-325-8891 FaX (314) 2850724




HAZARD RATING
b MATERIAL SAFETY DATA SHEET
Feyreialll (Prepared According to 29 CFR 1910. 1200) Date Prepared ___12-18-92
O-INSIGNIFICANT
SECTION 1 - PRODUCT IDENTIFICATION
Distributor Name Candy/Peck's Products I Emergency Telephone No.  312.523-8320 -
Address 2515 W, 35th Street, Chicago Il 60632
Trade Nam_u;epco Seal (8214) T Product Type Polish
Chemicat Family Polish Formula NA
SECTION 2 - HAZARDOUS INGREDIENTS
CHEMICAL NAME/COMMON NAME CAS NO. PERCENT (optional) TLV (Source)
Formaldehyde 50-00-0 Trace S ppm
Dibutyl Pthalate 84-74-2 1% 5mg/m3

Substances subject to the reporting requirements of Section
313 of Title lll of the Superfund Amendments and
Reauthorization Act of 1986 and 40 CFR Part 372.

SECTION 3 - PHYSICAL DATA
SIEF‘F,;'"“:“‘"' 212°F ey 1.01-1.03 £0.0005 | pH 85 +05
(miig) 24" Unknown iaber "™ Unknown _
bilif Stigh
| inetar’ O comptete O insotublo B Grdisienibi) O Gorparten
E‘;:’,”(,':‘{?;a, Unknown O Faster O siower [ About the Same

Appearanco and Odor Thin white opaque liquid, slight amine odor
SECTION 4 - FIRE AND EXPLOSION HAZARD DATA

[ Fiash Point None to Rammebie
(T.C.C) [X Boiling Limts Upper Lower

Extinguishing Media NA

Special Fire Fighting Procoduros A

Ususual Fire aﬁﬁxploslcn Hazards NA

SECTION 5 - REACTIVE DATA

Stability Stable Incompatibllity None
Hazardous Decomposition Products None

SECTION 6 - HEALTH HAZARDS

reshold Limit Value - Product Nono Not
»eeSecﬂon?forlggred!enuTLv X Estabilshed O Applicab Source
;?E"',“E'w' X Eye O skin O ora O inhalation [0 other

Signs and Symptoms of Over-exposure (Acute)
May cause eye Irritation

Signs and Symptoms of Over-exposure (Chronic)

Unknown
Medical Conditions Aggravated by Over-exposure Unknown
Corcinogen imgredlonts: O wre O 1aRc O osHa Xl None

SECTION 7 - EMERGENCY AND FIRST AID PROCEBURES

Eyes Flush with water for 10 minutes.
Skin NA

Ingestion NA

Inhalation NA

SECTION 8 - SPECIAL PROTECTION INFORMATION

 Frebcien’ Nono

Fentreonnts None | O] Mechanicat O other
Soma™ NA Eye Protection Safety glasses

Other Protective Clothing None
SECTION 9 - SPILL OR LEAK PROCEDURES
Steps to be Taken if Releasad or Spillad Mop on, rinse with water

Waste Disposal Methods Flugh Into sanitary sewer system in accordance with all government regulations
SECTION 10 - STORAGE AND HANDLING INFORMATION
Precautions to be Taken In handling and Storage Keep from freezing
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